FIMPEX

CARROS ESTUFA
KEEP HOT TROLLEYS
CARROS CALIENTES

CHARIOTS CHAUDES

Mod.67A8 . .

Mod. 666AS

>< KEEP HOT TROLLEYS

Made from AISI 304 stainless steel.

SuperBrush SB1 polish.

Ventilated heating element.

Humidity case as option.

With rubber bumper protectors.

Sitable for 2/1 GN or 1/1 GN containers or grills.
Stainless steel tubular handling bars with PVC brackets.
Digital thermostat adjustable between 30 °C to 30°C.

4 Swivel castors 125 mm, 2 with brake.

Ell CARROS CALIENTES

Construidos en acero inoxidable AlSI 304.
Acabado SuperBrush SB1.

Calor ventilado.

Humidificador como opcional.

Proteccion en goma contra golpes.

Adaptatado para contenedores o rejillas 2/1 GN o 1/1GN.

Barra de manipulacion en acero inoxidables.
Termostato digital regulable de 30°C a 90 °C.
4 Ruedas giratérias @125 mm, 2 con frenos.

Mod. 668AS 21

% CARROS ESTUFA

Construidos em acgo inoxidavel AlSI 304.
Acabamento SuperBrush SB1.

Calor ventilado.

Humidificador como opg¢éao.

Prote¢cdes em borracha contra choques.
Adapatado para contentores 2/1 GN ou GN 1/1.
Barra de manuseamento tubular em acgo inoxidavel.
Termostato digital regulavel de 30°C a 90°C.

4 Rodas pivotantes 125 mm, 2 com travéo.

I CHARIOTS CHAUDES

Fabrication en acier inoxydable AISI 304.

Finition SuperBrush SB1.

Chaleur ventilée.

Humidificateur optionnelle.

Avec protecteur en caoutchouc.

Adapté pour bacs 2/1 GN ou 1/1 GN.

Barre de manipulation tubulaires en acier inoxydable.
Thermostat digital regulable de 30°C a 90 °C.

4 Roulettes pivotantes 2125 mm, 2 avec frein.

666 AS 920x720x770 77 Digital
667AS 920x720x1.100 77 Digital
668 AS 920x720x1.750 77 Digital

5X GN 2/1

900 30°C /90°C 10 X GN 1/1 230V
9 X GN 2/1

900 30°C / 90°C 18 X GN 1/1 230V
18 X GN 2/1

1.800 30°C / 90°C 36 X GN 1/1 230V
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